
1300 ALSPEC

alspec.com.au

HIGH-PERFORMANCE
SEALANTS & ADHESIVES



Australian owned and operated, Alspec is the market leader in the 
design and distribution of innovative aluminium systems and hardware 
to the architectural, residential, industrial and home-improvement 
markets. 

With locations across Australia and almost 50 years of experience, our 
investments in research and our people enable us to continuously 
expand our product range while delivering the highest levels of 
service and support.

Our continuous investment in research and development also ensures 
the latest technologies and design principles are applied in our 
extensive range of aluminium systems and products. 

ABOUT ALSPEC



100%
SILICONE

-

General purpose 100% neutral cure gloss silicone sealant.

Neutral curing silicone adhesive/sealant for general purposes in 
plumbing, construction and industrial automotive applications.
Ideal for sealing, glazing and weather-sealing. 

Bonds to many substrates including: glass, wood, timber, 
concrete, galvanised steel, ceramics, aluminium, some 
plastics and most painted/powder coated surfaces.

QUICK REF GUIDE

300ml cartridge 

Almond Ivory 
Aluminium

Classic Cream  
Caulfield Green 

Off White 
Stone Beige
Translucent
White
Woodland Grey  

Black

Light Grey
Monument

Size

Colour

ADVANTAGES

• Premium 100% silicone

• UV stable
• Superior adhesion
• Flexible + 25%
• AS4020 Approved

• Gloss finish

APPLICATIONS

• Glazing
• 
• Weather sealing
• HVAC
• Caravans, trucks & transport
• Portable building applications 
• Water tanks

NEUTRAL CURE
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SEALANTS



300ml Cartridge 

Black Matt 
Light Grey Matt 
White Matt

Size

Colour

• Premium 100% silicone
• 
 • UV stable

• Outstanding elongation
• Higher strength

• Glazing
• 
• Weather sealing
• HVAC
• Caravans, trucks & transport
• Portable building applications 

100%
SILICONE
NEUTRAL CURE
MATT

QUICK REF GUIDE ADVANTAGES

APPLICATIONS
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Low-gloss, matt, 100% neutral-cure silicone.

Premium, extra-high-strength, medium modulus is one part 
moisture curing and 100% calcium carbonate filled. It is a high-
performance, neutral-cure silicone sealant (oxime) designed to 
give superior adhesion and durability in a wide range of glazing, 
weather sealing, and trade applications. It has been specifically 
formulated for professional glazing.

Bonds to form a strong weatherproof seal on most common 
building materials, such as glass, ceramic, steel, aluminium, brick, 
concrete, and most plastics.

SEALANTS



20
SILICONE
100% acetic cure RTV silicone sealant.

High strength 100% silicone for general purpose glazing and
sealing applications where long-term reliability is required. It
has superior chemical and temperature performance.

Bonds to many substrates, including glass, wood, timber,
ceramics, aluminium, some plastics, and most painted/powder
coated surfaces.

300ml cartridge 

Translucent
 

Size

Colour

• Premium 100% silicone
• UV stable
• Superior adhesion
• Flexible + 25%

ACETIC CURE

• Automotive gaskets
• Sealing environmental & 

refrigerated rooms
• Industrial assembly
• 

QUICK REF GUIDE ADVANTAGES

APPLICATIONS
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SEALANTS



41
SILICONE
Matte 100% neutral cure silicone sealant.

Premium one-part moisture curing, 100% calcium carbonate 

designed to give superior adhesion and durability in a wide range
of materials and applications. 

Bonds to form a strong weatherproof seal on most common 
building materials, such as glass, cement, concrete, ceramic, 
steel, aluminium, brick, concrete and most plastics. 

filled, high-performance neutral cure silicone sealant (oxime)

300ml cartridge 
600ml sausage

Black Matt 
Light Grey Matt 
White Matt 

Size

Colour

• Premium 100% silicone
• UV stable
• Superior adhesion
• Movement capability + 50%

CLADDING

• Glazing
• Cladding
• Weather sealing
• Solar panel installation
• Structural butt joints
• Colonial bars

QUICK REF GUIDE ADVANTAGES

APPLICATIONS
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SEALANTS



WET
SILICONE
100% neutral cure antifungal silicone sealant.

High-quality, 100% neutral-oxime-curing silicone adhesive/sealant 
containing anti fungicide to prevent mould growth in hot and
humid areas. It is ideal for sealing in bathrooms, kitchens, hotel
wash basins, and shower screens, etc.  

Excellent adhesion to glass, aluminium, galvanized steel, concrete, 
wood, timber, ceramic tiles, baths, vanities and cement sheet, etc.

300ml cartridge 

Almond Ivory

Bluestone 
Charcoal 
Light Grey
Mid Grey
Off White
Pewter
Stone Beige

Tile Grey
Translucent
Travertine

Black

White

Size

Colour

• Premium 100% silicone
• Mould inhibited
• Movement capability + 25%
• UV stable
• Non corrosive
• Superior adhesion

AREA

• Bathrooms
• 
• Shower screens
• Kitchens
• Wash basins

QUICK REF GUIDE ADVANTAGES

APPLICATIONS
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Taupe

SEALANTS



D60
SILICONE
100% neutral silicone adhesive sealant

Premium, 100% fast-curing high-strength neutral-oxime-curing 
silicone adhesive/sealant. Designed for glazing, industrial, and 
automotive sealing applications where  extra high body,
excellent adhesion, quick skin time and long-term reliability is
required. Ideal for industrial applications where the item needs
to be moved quickly in production.

Bonds to many substrates, including glass, metals, galvanised 
steel, aluminium, concrete, plastics and most painted/powder 
coated surfaces. 

300ml cartridge 

Black 

Grey  

Translucent

White 

Size

Colour

• Premium 100% silicone
• UV stable
• 2-5 minute skin time
• Flexible + 25%
• No slump

• Glazing of colonial bars
• Structural butt joints

QUICK REF GUIDE ADVANTAGES

APPLICATIONS
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SEALANTS



300ml cartridge 
600ml sausage 

Size • No isocyanates
• Internal/external
• No shrinking/staining
• Paintable
• Excellent adhesion

• Window and door joints

• High sun exposure areas
• High movement areas
• Skylights
• Portable building construction

HYBRID
ADHESIVE

High-performance adhesive/sealant for many applications.

High-performance adhesive/sealant with superior adhesion 
power for most applications. With excellent weather, UV &
ageing resistance, this solvent free, isocyanate free sealant/ 
adhesive can be applied to damp surfaces & is compatible with
most common building materials. 

Bonds to many substrates, including brick, stone, concrete, wood 
and timber, ceramic tiles, steel, aluminium, tin and plaster joints.  

PU SEALANT

QUICK REF GUIDE ADVANTAGES

APPLICATIONS

Black

Grey

Colour

White

alspec.com.au    1300 ALSPEC                   8

SEALANTS



PRODUCT CODES
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 APPLICATION TYPE

Hybrid PU

APPLICATION GUIDE

ALSPEC
SILICONE
RANGE
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